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GENERAL NOTES
SANITARY SEWER UTILITY

S.1

1. ALL SEWER MAINS, LATERALS, AND APPURTENANCES SHALL BE INSTALLED AND TESTED IN
ACCORDANCE WITH FAYETTEVILLE FAYPWC STANDARDS.

2. CONTRACTOR SHALL FIELD VERIFY THE LOCATION OF EXISTING UTILITIES PRIOR TO
CONSTRUCTION.

3. CONSTRUCTION STAKING IS REQUIRED FOR ALL FAYPWC WATER AND SEWER UTILITY
INSTALLATIONS.  CUT SHEETS, SIGNED AND SEALED BY A NC PLS, SHALL BE PROVIDED TO THE
FAYPWC WATER RESOURCES ENGINEERING DEPARTMENT AND THE CONTRACTOR IN ADVANCE
OF CONSTRUCTION FOR FAYPWC WATER AND SEWER UTILITIES.

4. CONTRACTOR SHALL MAINTAIN A COPY OF THE SIGNED AND SEALED CUT SHEET ON THE JOB
SITE.  CONSTRUCTION ON FAYPWC WATER AND SEWER UTILITIES CANNOT BEGIN UNTIL THE
CONTRACTOR POSSESSES, ON SITE, A SIGNED AND SEALED CUT SHEET FROM THE
PROFESSIONAL LAND SURVEYOR.

5. ALL NEW WATER AND SEWER MAINS, LATERALS, AND APPURTENANCES SHALL BE TESTED
AND/OR DISINFECTED IN ACCORDANCE WITH FAYETTEVILLE FAYPWC STANDARDS PRIOR TO
PLACING INTO SERVICE.

6. CONTRACTOR SHALL COORDINATE TESTING AND INSPECTION WITH THE FAYETTEVILLE FAYPWC
PROJECT COORDINATOR.

7. ALL DUCTILE IRON PIPE IN SANITARY SEWER SERVICE SHALL HAVE AN INTERIOR LINING OF
PROTECTO 401 OR APPROVED EQUAL.

8. ALL NEW MANHOLES ARE TO BE VACUUM-TESTED IN ACCORDANCE WITH FAYETTEVILLE FAYPWC
STANDARDS.

9. CONTRACTOR SHALL REPAIR ALL SEWER LATERALS AND MAINS DAMAGED DURING
CONSTRUCTION.  THE CONTRACTOR SHALL IMMEDIATELY REPORT ALL SEWER MAIN AND LATERAL
BREAKS TO THE FAYPWC PROJECT COORDINATOR.  THE CONTRACTOR SHALL INITIATE IMMEDIATE
REPAIRS IN ACCORDANCE WITH FAYPWC STANDARDS.

10. TRANSFER OF SEWER SERVICES SHALL BE ACCOMPLISHED AS FOLLOWS:
            A.  INSTALL AND TEST NEW MAINS, MANHOLES, AND LATERALS.  CLEANOUTS SHALL
                  BE INSTALLED 18" INSIDE R/W UNLESS OTHERWISE DIRECTED BY PWC.
            B.  CONNECT EXISTING PLUMBING TO NEW LATERAL UTILIZING THE NECESSARY
                  FITTINGS AS DIRECTED BY FAYPWC.
            C.  AFTER ALL SERVICES HAVE BEEN TRANSFERRED TO THE NEW MAIN, THE
                  EXISTING SEWER SYSTEM SHALL BE ABANDONED IN ACCORDANCE WITH
                  FAYPWC REQUIREMENTS.

11. CONTRACTOR SHALL ABANDON ("KILL-OUT") ANY EXISTING SEWER SERVICES THAT WILL NOT BE
UTILIZED BY UNCOVERING THE EXISTING LATERAL AT THE MAIN, CUT AND PLUG AT BOTH ENDS,
REMOVE THE EXISTING CLEANOUT AND COMBINATION, AND PLUG THE TAP OR TEE AT THE MAIN.
FOR LATERALS THAT CONNECT TO A MANHOLE AND ARE TO BE ABANDONED ("KILLED-OUT"), THE
LATERAL SHALL BE REMOVED FROM THE MANHOLE AND THE REMAINING VOID IN THE MANHOLE
SHALL BE FILLED WITH BLOCK AND MORTAR.

12. SEWER PLUGS SHALL BE INSTALLED TO ELIMINATE ANY DEBRIS OR OTHER MATERIAL FROM
ENTERING THE ACTIVE SEWER SYSTEM.  UPON ACCEPTANCE OF THE NEW SEWER SYSTEM, THE
CONTRACTOR SHALL CLEAN THE NEW MAINS, REMOVE ALL DEBRIS, AND THEN REMOVE THE
PLUG.

13. ALL EXISTING UTILITIES IMPACTED BY CONSTRUCTION SHALL BE ADJUSTED TO FINISHED GRADE,
IN ACCORDANCE WITH FAYPWC REQUIREMENTS.

14. ALL WORK ON FAYPWC SEWER UTILITIES (MAINS, LATERALS, ETC) SHALL BE PERFORMED BY A
LICENSED UTILITY CONTRACTOR.  THE FAYETTEVILLE PUBLIC WORKS COMMISSION SHALL
OBSERVE AND APPROVE ALL WORK ON FAYPWC SEWER UTILITIES.  ALL WORK SHALL BE
COMPLETED IN ACCORDANCE WITH FAYPWC REQUIREMENTS.

15. SEPARATION REQUIREMENTS:
A. LATERAL SEPARATION OF SEWER AND WATER MAINS:  WATER MAINS SHALL BE LAID AT LEAST

10 FEET LATERALLY FROM EXISTING OR PROPOSED SEWER MAIN/LATERAL, UNLESS LOCAL
CONDITIONS OR BARRIERS PREVENTG A 10-FOOT LATERAL SEPARATION - IN WHICH CASE:

i.  THE WATER MAIN IS LAID IN A SEPARATE TRENCH, WITH THE ELEVATION OF THE BOTTOM
    OF THE WATER MAIN AT LEAST 18-INCHES ABOVE THE TOP OF THE SEWER

                         MAIN/LATERAL; OR

ii.  THE WATER MAIN IS LAID IN THE SAME TRENCH AS THE SEWER MAIN/LATERAL WITH THE
                          WATER MAIN LOCATED AT ONE SIDE ON A BENCH OF UNDISTURBED EARTH AND WITH
                          THE ELEVATION OF THE BOTTOM OF THE WATER MAIN AT LEAST 18-INCHES ABOVE THE
                          TOP OF THE SEWER MAIN/LATERAL.

B. CROSSING A WATER MAIN OVER A SEWER:  WHENEVER IT IS NECESSARY FOR A WATER MAIN TO
CROSS OVER A SEWER MAIN/LATERAL, THE WATER MAIN SHALL BE LAID AT SUCH AN ELEVATION
THAT THE BOTTOM OF THE WATER MAIN IS AT LEAST 18-INCHES ABOVE THE TOP OF THE SEWER

          MAIN/LATERAL.

C. CROSSING WATER MAIN UNDER A SEWER:  WHENEVER IT IS NECESSARY FOR A WATER MAIN TO
          CROSS UNDER A SEWER MAIN/LATERAL, A MINIMUM OF 18-INCHES OF SEPARATION SHALL BE
          PROVIDED.  BOTH THE WATER MAIN AND THE SEWER MAIN/LATERAL SHALL BE CONSTRUCTED
          OF DUCTILE IRON MATERIAL AND WITH JOINTS EQUIVALENT TO WATER MAIN STANDARDS FOR A
          DISTANCE OF 10-FEET ON EACH SIDE OF THE POINT OF CROSSING,  A SECTION OF WATER MAIN
          PIPE SHALL BE CENTERED AT THE POINT OF CROSSING.

D. CROSSING STORM DRAINAGE LINES:  A MINIMUM OF 24-INCHES OF VERTICAL CLEARANCE SHALL
BE MAINTAINED BETWEEN A SEWER MAIN/LATERAL CROSSING UNDER A STORM DRAINAGE LINE
UNLESS DUCTILE IRON PIPE IS USED.  IF DUCTILE IRON PIPE IS USED, A MINIMUM OF SIX(6)
INCHES OF SEPARATION SHALL BE MAINTAINED, UNLESS OTHERWISE APPROVED BY FAYPWC.
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