10" MINIMUM HORIZONTAL
SEPARATION BETWEEN WATER
AND SEWER OD TO OD.

18" MINIMUM SEPARATION
BETWEEN WATER AND SANITARY
SEWER. IF THE WATER MAIN
CROSSES UNDER THE SEWER
BOTH SHALL BE DI. IF WATER
MAIN IS EXISTING, ONLY MAKE
SANITARY SEWER LATERALDI. !

SEWER/ | |
MAIN

24" MINIMUM SEPARATION
BETWEEN BOTTOM OF STORM
AND TOP OF SANITARY
SEWER, OTHERWISE LATERAL
SHALL BED.I.

10" MINIMUM HORIZONTAL
SEPARATION BETWEEN WATER
AND SEWER OD TO OD.

18" MINIMUM SEPARATION—\
BETWEEN WATER AND SANITARY
SEWER. IF THE WATER MAIN
CROSSES UNDER THE SEWER
BOTH SHALL BE DI. IF WATER
MAIN IS EXISTING, ONLY MAKE
SANITARY SEWER LATERALDI. |

SEWER -
MAIN

EXISTING STORM DRAIN

-

WATER MAIN
EXISTING GAS

-— CLEANOUT SHALL BE SET
TO ELEVATION INDICATED
ON PLANS.

CROSSING IN ACCORDANCE WITH
REQUIREMENTS FOR UNDERGROUND
ELECTRICAL CROSSINGS.

18" MINIMUM SEPARATION
BETWEEN BOTTOM OF GAS AND
TOP OF SANITARY SEWER.

EXISTING STORM DRAIN MAIN
18" MINIMUM SEPARATION
BETWEEN WATER AND SANITARY
SEWER. IF THE WATER MAIN
CROSSES UNDER THE SEWER
BOTH SHALL BE DI. IF WATER
MAIN IS EXISTING, ONLY MAKE

SANITARY SEWER LATERAL DI.
WATER MAIN

EXISTING GAS

S|

EXISTING UNDERGROUND ELECTRIC

CLEANOUT SHALL BE SET
TO ELEVATION INDICATED
ON PLANS.

CROSSING IN ACCORDANCE WITH
REQUIREMENTS FOR UNDERGROUND
ELECTRICAL CROSSINGS.

18" MINIMUM SEPARATION
BETWEEN BOTTOM OF GAS AND
TOP OF SANITARY SEWER.

24" MINIMUM SEPARATION BETWEEN
TOP OF STORM AND BOTTOM OF
SANITARY SEWER, OTHERWISE
LATERAL SHALL BE D.I.

EXISTING UNDERGROUND ELECTRIC

|
SEWER /]l :

10" MINIMUM HORIZONTAL
SEPARATION BETWEEN WATER
AND SEWER OD TO OD.

WATER MAIN

EXISTING STORM DRAIN
EXISTING GAS
EXISTING UNDERGROUND ELECTRIC

CROSSING IN ACCORDANCE WITH
REQUIREMENTS FOR UNDERGROUND
ELECTRICAL CROSSINGS.

CLEANOUT SHALL BE SET TO
ELEVATION INDICATED ON PLANS.

18" MINIMUM SEPARATION
BETWEEN BOTTOM OF GAS AND
TOP OF SANITARY SEWER.

24" MINIMUM SEPARATION BETWEEN
BOTTOM OF STORM AND TOP OF
SANITARY SEWER, OTHERWISE
LATERAL SHALL BE D.1.

NOTES:

ALL VERTICAL AND HORIZONTAL SEPARATION SHALL BE IN
ACCORDANCE WITH STATE REGULATIONS AND FAYPWC
REQUIREMENTS.

N

w

&

THE SKETCHES SHOWN ARE FOR INFORMATIONAL PURPOSES ONLY.

THE CONTRACTOR SHALL BE REQUIRED TO VERIFY ALL EXISTING
UTILITIES BOTH HORIZONTALLY AND VERTICALLY AT EACH CROSSING
PRIOR TO CONSTRUCTION OF LATERAL TO ENSURE PROPER
CLEARANCES ARE MAINTAINED.

ALL PIPE BEND LOCATIONS AND MAXIMUM NUMBER OF BENDS
INSTALLED ON LATERALS SHALL BE APPROVED BY THE PROJECT
COORDINATOR PRIOR TO INSTALLATION OF BEND OR EXTENDING THE
LATERAL FROM THE MAIN.

ALL REQUIREMENTS INDICATED IN THE SEWER LATERAL NOTES AND
DETAILS SHALL BE APPLICABLE.

REFER TO UNDERGROUND ELECTRICAL DETAILS FOR ADDITIONAL
INFORMATION WHEN CROSSING UNDERGROUND ELECTRICAL
FACILITIES.

SEWER LATERAL

UTILITY CONFLICT SEPARATION
REQUIREMENTS
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