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NOTES:
1. ALL MATERIALS AND INSTALLATION SHALL BE IN

ACCORDANCE WITH FAYPWC STANDARDS.

2. ALL DUCTILE IRON PIPE SHALL HAVE AN INTERIOR LINING
OF CERAMIC EPOXY (PROTECTO 401) OR APPROVED
EQUAL.

3. ALL BELOW GRADE FITTINGS SHALL BE MECHANICAL
JOINT WITH RETAINING GLAND JOINT RESTRAINT (IE:
MEGA-LUGS).

CONCRETE VALVE BOX
PROTECTOR RING
(SEE DETAIL W.6)

3,000PSI
CONCRETE

4" WIDE YELLOW
REFLECTIVE MEDIA

4" WIDE WHITE
NON-REFLECTIVE
MEDIA

4" DIA STEEL PIPE
FILLED WITH 3,000PSI

CONCRETE

N.T.S.

CONCRETE
THRUST BLOCK

(SEE DETAIL W.17)

MALE BAUER QUICK
DISCONNECT WITH CAP

_" DIP WITH CERAMIC
EPOXY LINING.  PIPE
SIZE TO BE VERIFIED

BY DESIGN ENGINEER
(TYP.)
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CONCRETE BOLLARD DETAIL

MJ RETAINING GLAND JOINT
RESTRAINT (SEE NOTE 3)

AS REQUIRED
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