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1.
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NEW SANITARY
PIPE

0

A

1"x1/8" STAINLESS
STEEL STRAP

PLAN

SDR-35 PVC SW TEE

FLEXIBLE BOOT CONNECTED TO
MANHOLE WITH SANITARY SEWER
EXPANSION RING

NON-SHRINK GROUT SEAL

SDR-26 PVC
6" MIN 12" MAX:

FOR TRANSITION FROM DI TO PVC

USE A C-900 BELL x SDR-35 SPIGOT (OR
BELL) GASKETED ADAPTOR. 12"

w

MANHOLE SHALL BE IN ACCORDANCE WITH FAYPWC
STANDARDS, SEE MANHOLE DETAIL FOR ADDITIONAL
INFORMATION.

ALL PVC FITTINGS FOR DROP STRUCTURE SHALL BE SDR-35
PVC WITH SOLVENT WELD JOINTS.

MANHOLES GREATER THAN 12' IN DEPTH SHALL HAVE
MINIMUM 6" EXTENDED BASE.

DROP STRUCTURE SHALL BE PLACED WHERE SEWER MAIN
OR LATERAL VERTICAL DROP BETWEEN INVERTS EQUALS OR
EXCEEDS 2.50'. SEE PIPE SLIDE DETAILS FOR DROPS LESS
THAN 2.50' VERTICAL SEPARATION.

DROP STRUCTURE MANHOLE SHALL BE A MINIMUM OF &'
DIAMETER. DROP STRUCTURE SHALL BE INSTALLED
AGAINST WALL OF MANHOLE AS SHOWN. IF THE GRADE

C-923 SPEC.

COMPACTED NO. 57 OR NO. 5

STONE FROM UNDISTURBED SOIL
TO SPRING-LINE OF PIPE AS
DIRECTED BY FAYPWC PROJECT
COORDINATOR.

1"x1/8" STAINLESS STEEL STRAPS CONFORMING TO
THE PIPE ANCHORED WITH 3/8"DIA x 5" STAINLESS
STEEL ANCHOR BOLTS AND WEDGE ANCHORS. 2
STRAPS MINIMUM, STRAPS SHALL BE 3' OC
MAXIMUM PLACE STRAPS WITHIN 1' OF TEE AND
WITHIN 1' OF 1/4 BEND. ALL OTHER STRAPS SHALL
BE 3' OC.

SDR-35 SW PVC 1/4 BEND TOWARD INVERT
OUT. BEND SHALL BE PLACED ON TOP OF
SHELF. CONSTRUCT TROUGH ON TOP OF
SHELF TO DIRECT DISCHARGE IN THE
DIRECTION OF FLOW.

i

12" MIN.

BY FAYPWC.

—]
5' MIN——— ==

FOR TRANSITION FROM DI TO PVC

SDR-26 PVC
— USE A C-900 BELL x SDR-35 SPIGOT
L (OR BELL) GASKETED ADAPTOR.
= FLEXIBLE BOOT

8. NO MORE THAN 5 LATERALS SHALL ENTER A
5' DIAMETER TERMINAL MANHOLE.

9. FLEXIBLE BOOT SHALL BE CONNECTED TO
MANHOLE WITH STAINLESS STEEL
EXPANSION RING. FLEXIBLE BOOT
CONNECTORS SHALL CONFORM TO ASTM

| — NOTE: UTILIZE SDR-35 SW PVC 1/4 BEND FOR
FORCE MAINS, UNLESS OTHERWISE APPROVED

GROUT SEALED

SDR-26 PVC

SS STRAPS

SW 1/4 BEND
! SDR-35

DOES NOT ALLOW, THEN INSTALL AS DIRECTED BY FAYPWC.

5' DIA. MANHOLES REQUIRED FOR ALL DROPS 6" AND
GREATER IN DIAMETER, AND WHEN 3 OR MORE 4" LATERALS
ENTER MANHOLES WITH 4" INTERIOR DROPS. NO MORE
THAN FOUR 4" INTERIOR DROPS ARE ALLOWED IN A &'
MANHOLE

NO MORE THAN 4, FOUR INCH LATERALS OR 3, SIX INCH
LATERALS SHALL ENTER A 4' DIAMETER TERMINAL MANHOLE.
NO MORE THAN 2 LATERALS (REGARDLESS OF SIZE) SHALL
ENTER ALL OTHER 4' DIAMETER MANHOLES. ALL LATERALS
SHALL HAVE AN INDIVIDUAL TROUGH. 5' DIAMETER
MANHOLES SHALL BE USED IF THE ABOVE CONDITIONS ARE
NOT MET. THE LATERAL INVERT SHALL BE AT THE TOP OF
THE SHELF.

10. CONNECTIONS TO EXISTING MANHOLES
SHALL HAVE CORE AND "BOOT" ONLY
UNLESS APPROVED OTHERWISE BY
FAYPWC PROJECT COORDINATOR.

11.  ALL MANHOLES SHALL BE VACUUM
TESTED IN ACCORDANCE WITH FAYPWC
STANDARDS.

SW TEE
SDR-35

NOTE: UTILIZE
SDR-35 SW PVC
1/4 BEND FOR
FORCE MAINS,
UNLESS
OTHERWISE
APPROVED BY
FAYPWC.

INTERIOR DROP STRUCTURE
SEWER MAINS AND LATERALS
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