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W.27

YARD HYDRANT INSTALLATION
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VARIES

_"x1" TAPPING SADDLE
AND BALL
CORPORATION STOP 18"

5' MIN.
100' MAX.

1" TYPE K COPPER
1" TYPE K SOFT

COPPER STANDARD FAYPWC
WATER METER BOX.
PER FAYPWC DETAIL
W.24

1" TYPE K SOFT
COPPER

1" RPZ WITH INSULATED
ENCLOSURE PER FAYPWC
REQUIREMENTS. (PLACE
RPZ INSIDE FENCED LIFT
STATION SITE)

1" NON-FREEZE YARD HYDRANT
(LOCATE PER APPROVED LIFT
STATION SITE PLAN)

PLAN VIEW

30" M
IN

.
1" BRASS
90° BEND 1" BRASS

6x6 - W1.4xW1.4 WWF
18" MIN.

1" NON-FREEZE YARD
HYDRANT (LOCATE
PER APPROVED LIFT
STATION SITE PLAN)

2'x2' SQUARE
CONCRETE PAD

4"
1"

30
" M

IN
.

NO. 57 OR NO. 5 WASHED
STONE (MIN. 1 CF)

1" TYPE K SOFT
COPPER

1" BRASS MIP x PACK
JOINT ADAPTER

1" BRASS MIP x PACK
JOINT ADAPTER1" TYPE K SOFT

COPPER

1" RPZ WITH INSULATED
ENCLOSURE. PER
FAYPWC REQUIREMENTS
(PLACE RPZ INSIDE
FENCED LIFT STATION
SITE)

MAIN

1" TYPE K SOFT COPPER

FINISHED GRADE

PAVEMENT

8" MIN.

VARIES 18"

WATER

10" MAX.

EQ.EQ.

METER BOX SET 1/4"
ABOVE GRADE

PROFILE VIEW
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NOTES:
1. INSTALLATION SHALL BE IN ACCORDANCE WITH

FAYPWC STANDARDS.
2. LATERAL SHALL BE INSPECTED AND APPROVED

BY FAYPWC PROJECT COORDINATOR PRIOR TO
BACKFILL.

3. REFER TO APPROVED LIFT STATION SITE PLAN
FOR EXACT LOCATIONS.
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