TOP TO BE FLUSH WITH
FINISH GRADE AND
LEFT EXPOSED

PAVEMENT 2" MIN. AT
3000 PSI POURED IN
PLACE CONCRETE
COLLAR
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]

FINAL GRADE

/
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ALV

VALVE IN TRAFFIC AREA

WATER
MAIN

VALVE BOX PROTECTOR RING
SHALL BE PLACED WHERE VALVE
IS LOCATED IN NON-TRAFFIC
AREAS. SEE VALVE BOX
PROTECTOR RING DETAIL.

4" MIN.
TURF 6" MAX.
| TRACER WIRE

A

CONCRETE COLLAR
SHALL BE PLACED
WHERE VALVE IS IN
A TRAFFIC AREA.
VALVE BOX
(SEE DETAIL)

NCDOT CONCRETE
BRICK (4 REQUIRED
AT EACH SECTION)

MIN. 12 GAUGE, SINGLE | |

STRAND, COATED COPPER
TRACER WIRE (SHALL BE

INSTALLED BETWEEN
VALVES AND SHALL BE

INSTALLED ON ALL NON
METALLIC PIPELINES.)
SPLICES SHALL BE
APPROVED BY THE
FAYPWC PROJECT
COORDINATOR. ]

ALV

VALVE IN NON-TRAFFIC AREA

WATER
MAIN

NOTES:
1. ALL MATERIALS SHALL BE IN ACCORDANCE
WITH FAYPWC STANDARDS.

2. RESILIENT WEDGE GATE VALVE SHALL BE
AS MANUFACTURED BY MUELLER CORP.,
AMERICAN DARLING OR CLOW CORP.

3. ALL VALVES SHALL HAVE 2" SQUARE
OPERATING NUT AND SHALL OPEN
COUNTERCLOCKWISE.

4. VALVE BODY, BONNET, AND GATE SHALL BE
IN ACCORDANCE WITH AWWA C-509/C-515
AND NSF61.

5. VALVE BODY AND BONNET SHALL BE
COATED ON ALL INTERIOR AND EXTERIOR
SURFACES WITH A FUSION BONDED EPOXY
IN ACCORDANCE WITH AWWA C-550-90.

6. ALL VALVES 24" AND SMALLER SHALL HAVE
A SAFE WORKING PRESSURE OF 250PSI.

7. SEE VALVE BOX DETAIL FOR ADDITIONAL
INFORMATION.

8. SEE VALVE BOX PROTECTOR RING DETAIL
FOR ADDITIONAL INFORMATION.

9. VALVE BOX SECTIONS ARE REQUIRED. THE
USE OF PIPE IN LIEU OF VALVE BOX
SECTIONS SHALL NOT BE PERMITTED.
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