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DETAIL W.5.

APPROVED BACKFLOW
PREVENTER ASSEMBLY

NOTES:
1. FOR USE WITH 1-1/2" OR 2" DOMESTIC METER.

2. METER BOX AND SETTER SHALL BE IN
ACCORDANCE WITH FAYPWC DETAIL W.5.

3. MINIMUM 5' BETWEEN THE METER AND THE
BACKFLOW PREVENTER.

4. IF THE METER BOX IS LOCATED LESS THAN 5'
AWAY FROM THE MAIN, THE 2" PIPING AND
FITTINGS SHALL BE BRASS FROM THE TAP TO
THE METER.

5. LATERAL SHALL BE INSPECTED AND APPROVED
BY FAYPWC PROJECT COORDINATOR PRIOR TO
BACKFILL.

6. ALL MATERIALS SHALL BE APPROVED BY
FAYPWC.

7. LOCATION OF BOX SHALL BE AS DETERMINED BY
FAYPWC PROJECT COORDINATOR.  IN NO CASE
SHALL BOX BE INSTALLED CLOSER THAN 5' TO
BUILDING.

8. CONTRACTOR SHALL INSTALL TRACING WIRE
INTO BOX.  A MINIMUM OF 2' OF WIRE SHALL BE IN
BOX.

TRACER WIRE

*SEE DETAIL W.15B FOR A
 DETAIL OF THE 2" TAP

5' MIN.
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