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NOTES:
1. ALL MATERIALS SHALL BE IN ACCORDANCE WITH

FAYPWC STANDARDS.
2. RAISED MALE FACE SHALL BE REQUIRED TO

PROVIDE FOR PROPER ALIGNMENT OF THE TAPPING
SLEEVE.

3. ALL VALVES SHALL HAVE 2" SQUARE OPERATING
NUT AND SHALL OPEN COUNTERCLOCKWISE.

4. RESILIENT WEDGE GATE VALVE SHALL BE AS
MANUFACTURED BY MUELLER CORP., AMERICAN
DARLING, CLOW CORP., OR APPROVED EQUAL.

5. VALVE BODY, BONNET, AND GATE SHALL BE IN
ACCORDANCE WITH AWWA C-509/C-515 AND NSF61.

6. VALVE BODY AND BONNET SHALL BE COATED ON ALL
INTERIOR AND EXTERIOR SURFACES WITH A FUSION
BONDED EPOXY IN ACCORDANCE WITH AWWA
C-550-90.

7. ALL VALVES 24" AND SMALLER SHALL HAVE A SAFE
WORKING PRESSURE OF 250PSI.

8. SEE TAPPING SLEEVE (DETAIL W.10 OR W.11) FOR
ADDITIONAL INFORMATION.

9. DIMENSIONS SHOWN ARE FOR REFERENCE AND MAY
VARY BASED UPON MANUFACTURER.  VALVES SHALL
BE SIMILAR IN NATURE TO THAT SHOWN AND SHALL
NOT DEVIATE IN ESSENTIAL DETAILS.

10. ALL TAPPING SLEEVES SHALL BE HYDROSTATICALLY
PRESSURE TESTED IN ACCORDANCE WITH FAYPWC
SPECIFICATIONS.  TEST SHALL BE WITNESSED AND
APPROVED BY FAYPWC PROJECT COORDINATOR
PRIOR TO BEGINNING TAPPING PROCESS.

1         07/09    ADDED NOTE 10, REVISED 4 AND 5N.T.S.

2         07/13    REVISED NOTES 4, 8, 10

THE WORD "OPEN" AND
ARROW INDICATING
COUNTERCLOCKWISE
DIRECTION CAST HERE.
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